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NOTES:
1. THIS ROLL-UP DOOR SYSTEM 1S DESIGNED IN ACCORDANCEVATH THE LATEST EDITION
INTERNATIONAL BUILGING CODE ANG FLORIDA BUILDING CODE, AS A LARGE MISSILE
IMPACT RESISTANT SYSTEM.
2. POSITIVE AND NEGATIVE DESIGN PRESSURE CALCULATIONS SHALL BE PERFORMED
GUIDE SETBACK VARIES OPENING WIDTH GUIDE SETBACK VARIES FOR SPECIFIC JOBS iN ACCORDANCE WITH ASCE 7 MINIMUM DESIGN LOADS FOR
" - BUILDINGS AND GTHER STRUCTURES . WIND LOADS DETERMINED FOR OPENINGS SHALL
¥ STANDARD Y STANDARD BE LESS THAN OR EQUAL TO DOOR DESIGN PRESSURES NOTED BELCW,
12'-5" DISTANCE BETWEEN GUIDES (D.B.G}
3. THE DCETAILS AND SPECIFICATIONS SHOWN HEREIN REPRESENT THE PRODUCTS
TESTED FOR UNIFORM STATIC AIR PRESSURE IN CONFORMANCE WITH DADE COUNTY
PROTOCOLS TAS 201, 207 AND 203. B
POSITIVE DESIGN LOAD = 60 PSF
—-| I—- 0.156 NEGATIVE DESIGN 10AD = 80 PSF
l 4, TESTING PERFORMED BY ARCHITECTURAL TESTING. INC (YORK, PA.) TEST REPORT No,
Fe— ~1 —= 79232.01-109-18.
0.188 :l 5. SUPERIMPOSED LOADS ON THE JAMBS FROM THIS DOOR ARE CESIGNATED AS F1,F2
AND F3 HEREIN. CONTRACTORS SHALL HAVE LICENSED ARD REGISTERED ENGINEER
q 0.156 =} OR ARCHITEGT VERIFY ADEQUACY OF BUILDING STRUCTURE TO RESIST SUPERIMPOSED
- LOADS F1, F2, AKD F3.
S %16 x 17 SAE GR.8 0.438 — 6. ALL WELDING SHALL BE PERFORMED BY QUALIFIED WELDERS N ACCORDANCE WITH
— MIN, #24 GA ) HEX HEAD BOLT AND NUT AWS SPECIFICATIONS, LATEST EDITION. ALL WELDING ELECTRODES SHALL CONFORM
- AT 18" ON CENTER TO AWS A5.1, GRADE E-T0. MINIMUM WELDING PROCESS SHALL BE ARC WELDING AWS
— F=— 1.000 E7014 OR MIG WELDING AWS ERTOS5.
—
[=— 0.5631 7, ANCHOR HOTES:
A EMBEDMENT DEPTH DOES NOT INCLUDE STUCCO FINISH. -
(2)2 x 2x Jg ASTM A36 STEEL OR B, ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURERS.
-3 {2) 2 x 2 x .105 STAINLESS STEEL . SPECIFICATIONS.
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5% MINIMUM CONCRETE FASTENER SPACING
_ 13 SAE GR. 5, SAE GR. 8,
I EDGE DISTANCE CONGRETE MAXQ;%,EQS(E;‘ER Kzém A325 OR A490 HEX HEAD BOLT,
4 STRENGTH (psi} [ SMPSON 1.000 L 2500 __i ¥-13 NUT AND J5* HARDENED 1,000 — F— 2.500 —= OPTIONAL
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#£— OPENING WIDTH ——| #—— OPENING WIDTH ——| #—— OPENING WIDTH F1 (E) 3:' F1 ( Z)
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